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YOUR PARTNER IN SERVICE EXCELLENCE

HYDRAULIC
BUTT WELDING MACHINE

BROCHURE AND OPERATING
INSTRUCTIONS

This is the manual for PSA40-160 | PSA50-200 | PSA50-250 | PSA90-315 |
PSA90-355 | PSA200-450 | PSA315-630 | PSA450-800 and PSA630-1000 butt
fusion welding machines, please read it carefully. Please handle and
maintain the machine according to this manual.
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TECHNICAL PARAMETERS

PSA40-160 PSA50-200 PSA50-250 PSA90-315 PSA90-355
Application Materials PE/PP/PVDF
Welding Range 40 160mm 50 200mm 50 250mm 90 31B5mm | 90 355mm
Ambient Temperature -5 45°C
Voltage 220V+10%50HZ
Total Power 3.56kw 3.95kw 5.75kw 6.25kw 6.75kw
Heating Plate 1.6kw 2kw 2.5kw 3kw 3.5kw
Trimmer 1.2kw 1.2kw 2.5kw 2.5kw 2.5kw
Hydraulic Unit 0.75kw 0.75kw 0.75kw 0.75kw 0.75kw
Insulation Resistance to >1MQ SIMQ SIMQ >IMQ >IMQ
earth
Max. Pressure 6.3MPa 6.3MPa 6.3MPa 6.3MPa >6.3MPa
peireliecitzeleuyelellic 11.00cm? 11.00cm? 1100cm?2 11.00cm?2 100cn?
cylinders
Type of hydraulic il Type 46 hydraulic oil
Oil tank capacity 3L
Max. Temperature <270°C
Temp. difference on heater £5°C
Frame Size (cm) 82*44*40 85*48*44 85*563*43 94*62*60 94*64*62
Weight (kg) 38 42 52 80 2.3
Hydraulic Unit Size (cm) 58*47*47 58*47*47 58*47*47 58*47*47 58*47*47
Weight (kg) 415 415 415 415 415
Trimmer Size (cm) 31%24*32 35*36*35 36*47*47 59*38*58 60*39*63
Weight (kg) 6 7 175 22 32
Heating Plate | Size (cm) 37*6*35 37*5*40 44*55*47 44*5*53 50*6*57
Weight (kg) 3 38 55 7.8 10.3
Support Size (cm) 30*18.5*42 335*18.5*46 39*28*56.5 48*28.5*56. 52*29*59
5
Weight (kg) 15 21 26 35 5.9
Total weight (kg) Q0 964 19l 154.8 255
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Application Materials PE/PP/PVDF
Welding Range 200 450mm 315 630mm 450 800mm 630 1000mm
Ambient Temperature -5 45°C
Voltage 380V£10%,50HZ
Total Power 7.8kw 11.8kw 17kw 23.2kw
Heating Plate 5.2kw 9.2kw 12.8kw 18kw
Trimmer 1.5kw 1.5kw 2.2kw 3kw
Hydraulic Unit 1.lkw 1.Ikw 2kw 2.2kw
Total area of hydraulic cylinders 22.37cm? 2306cm 2 43.96cm ° 50.24cm >
IP level P54
Insulation resistance to earth >IMQ
Max. Pressure 6.3Mpa 10Mpa
Oil tank capacity 3L 6L
Type of hydraulic ail Type 46 hydraulic oil
Max. temperature <270°C
Temp. difference on heater £7°C
Frame Size (cm) 120*%74*79 131*97*92 175*130*128 200*160*160
weight (kg) 200 330 802 1300
Hydraulic Unit Size (cm) 58*46*45 58*46*45 74*50*45 74*50*45
Weight (kg) 49 49 52 52
Trimmer Size (cm) 63*16*98 78*29*109 97*36*150 110*34*170
Weight (kg) 59 103 202 320
Heating Plate Size (cm) 71*¥10*70 91*7*100 98*9*104 122*10*135
Weight (kg) 16 34 61 84
Support Size (cm) 50*50*60 63*68*71 81*67*90 17*76*99
weight (kg) 12 14 48 110
Total weight (kg) 400 645 1345 2100
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SPECIAL INSTRUCTIONS

SPECIAL INSTRUCTIONS

Before operating the machine, the user should read this user manual to
ensure the equipment and operator’s safety, as well as the safety of
others:

4 1. The machine is used to weld pipes made from PE, PP, PVDF and should not
be used to weld material that cannot be identified, otherwise the machine
may be damaged, and accidents may occur;

2. Don't use the machine in a place with flammable or explosive hazards.

3. The machine should be operated by responsible, qualified and trained
personnel;

4. The machine should be operated on a dry area. Protective measures
should be adopted when used in wet conditions.

5. Note that the Voltage of PSAI60-PSA355 is 220V+10% [ 50HZ , Voltage of
PSA400-PSAI000 is 380V+10% / 50Hz.

6. Before using the machine, fill the hydraulic oil reservoir with 46# hydraulic
oil. Make sure the hydraulic oil is sufficient for smooth operation. Replace
the metal oil tank cap by the red plastic air bleed cap provided.

"Q. '| SAFETY SUGGESTIONS

The welding machine - should be operated by professional and certified personnel. Non-professional
use of equipment may pose a hazard to operators and people around them.

Heating plate - The Heating plate temperature can reach 270°C, please take the
necessary precautions to prevent burns such as wearing protective gloves. Oncefg
pipe heating is completed return the heating plate to the frame for storage. i

Trimming Cutter - Before trimming pipe or fittings ends,
ensure that pipe and fittings surfaces are clean in order
to prevent damage to the trimmer blades. Once

trimming is completed, the trimmer should be returned
to the frame for storage.

Hydraulic Unit = The hydraulic unit should be placed
so as to avoid a tripping hazard. Hydraulic seals
should be inspected regularly to ensure that there
are no leakages of hydraulic oil. All debugging
should be performed by a qualified professional.

Clamping Frame - Ensure that prior to welding pipe
and fittings to be welded are properly seated and
secure. Ensure screws that hold aluminium clamp
inserts in place are properly fastened.

Crane Use - 315 - 630 / 450 - 800 / 630 - 1000.
Crane assembly should only be done by qualified and competent persons.













